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Copyright Statement 
 

 

is the registered trademark of 

Shenzhen Tenda Technology Co., Ltd. All the products 

and product names mentioned herein are the 

trademarks or registered trademarks of their 

respective holders. Copyright of the whole product as 

integration, including its accessories and software, 

belongs to Shenzhen Tenda Technology Co., Ltd. 

Without the permission of Shenzhen Tenda Technology 

Co., Ltd, any individual or party is not allowed to copy, 

plagiarize, imitate or translate it into other languages. 

 

All the photos and product specifications mentioned in 

this guide are for references only. As the upgrade of 

software and hardware, there will be changes. And if 

there are changes, Tenda is not responsible for 

informing in advance. If you want to know more about 

our product information, please visit our website at 

www.tenda.cn. 

http://www.tenda.cn/
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Chapter 1 Introduction 
 

W541U V2.0 Wireless USB Adapter complies with 

IEEE802.11b, IEEE 802.11g standards with up to 

54Mbps transmission rate.  

                                                                   

Soft AP can help you establish wireless LAN networking 

with lowest cost. Besides, PBC and PIN encryption 

methods from WPS (Wi-Fi Protected Setup) can free 

you from remembering long passwords. Moreover, 

complete WMM support makes your voice and video 

more smooth. Especially supporting PSP, NDS and WII 

connections with Xlink Kai will be your best choice to 

enjoy on-line games. 

1.1  Product Feature 

• Supports IEEE802.11g and IEEE802.11b 

standards     

• Provides USB2.0 port 

• Provides two work modes: Infrastructure 

Mode and Ad-Hoc Mode     
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• Provides up to 54Mbps maximum transmission 

rate 

• Auto-detects and changes the network 

transmission rate                                          

• Supports Soft AP to establish your wireless 

LAN networking   

• supports PSP, WII and NDS connecting with 

Internet and Xlink Kai to enjoy on-line gaming             

• Supports 64/128-bit WEP, WPA, WPA2 

encryption methods 

• Supports WPS (Wi-Fi Protected Setup) 

encryption method to secure your networking 

strongly 

• Supports WMM to make your voice and video 

more smooth   

• Easy-to-install, plug and play   

 

1.2  Product Deployment 

W541U V2.0 Wireless USB Adapter offers fast, 

reliable and cost- effective solution for 
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wireless access. Deployment as follows; 

• For staff who requires higher mobility in the 

office, they want to have access to traditional 

wired or wireless network in any place of the 

company; 

• Enterprise or individual who requires often 

changes in lay out of network cables; 

• Companies or places which are not suitable for 

LAN cable laying out because of budget or 

objective building, including places of great 

interests, rent places or places for short-term 

usage; 

• Company or individual who avoids using 

expensive cables, renting cables or renting 

rights for access. 
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1.3  Indicator Description 

In the front panel of W541U V2.0, there is a LED 

indicator blinking when data communication is going 

on. 

 

1.4  Package Contents 

Unpack the packets, and please find the following 

items: 

 

 One W541U V2.0 54M Wireless USB Adapter 

 One CD-ROM 
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Chapter 2 Installation Guide 

 

This chapter is to assist you how to use the included 

CD-ROM which comprises the Setup Wizard and the 

Client Utility Interface.  

 

The following steps on Setup Wizard are taken the 

Windows XP as example.  

 

1.  Please insert the Wireless USB Adapter into the   

USB port of your computer. 

 
 

2.  “Found New Hardware” system dialogue appears, 

and selects “Cancel” to use the included Setup 

Wizard for fast installation; of course, you also can 

select “Next” to install by manual. 
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3. Inert the included CD-ROM into the CD-ROM 

drive of your computer, and the Welcome screen 

appears. (If not appear, double click the 

“Setup.exe” icon.) 
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4.  Click “Enter”. 

 
 

5. Click “Next” to start installing. 
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6. Click “Change…” to select the directory path, or 

click “Next”. 

 

7. Select “OK” and “Next” in the following window. 
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8. During the installation, the following dialogue 

maybe appears. Click the “Continue Anyway” to 

continue. There is no security threat to your 

computer. 

 

9.  Click “Finish” to complete the installation. 
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Chapter 3 Client Utility Interface 

 
This software is for the W541U V2.0 Wireless USB 

Adapter management. If it does not appear, select 

“Start”—“All Programs” —“Tenda”—“W541U V2.0”, or 

click the shortcut on your PC’s desktop. 

 

 Note: 

In the Windows XP, you can select the included 

W541U V2.0 Client Utility Interface or the 

Windows XP internal wireless application to 

configure the device. 

 

There are two client utility applications in W541U V2.0: 

Station mode and AP mode. 

 

 

 Note: 

In this utility interface, Station Mode (Client Mode) 

is the default access way. 
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3.1  Station Mode  

 

3.1.1  Station Mode Topology 

 

In this mode, W541U V2.0 serves as a client to 

receive the wireless signals to access the Internet. 
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3.1.2  Status 

 

In the Network Status window, it displays something 

on wireless adapter and wireless network status, 

including SSID, Authentication type, Encryption Type, 

IP address, subnet mask and gateway and so on. 
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3.1.3  Site Survey 

 

The Site Survey is used to scan the available wireless 

network around, showing the wireless network’s signal 

strength and other information which provides basis 

for you to access which wireless network. 

 
Connect: select one entry in the wireless network 

list and click the button to connect the device with 

the selected network. 

Refresh: rescan the wireless network around. 

 

 



 
Mini 54M Wireless USB Adapter User Guide  

 14

3.1.4  Profile Management 

 

This window saves the general wireless parameters for 

different profiles, which is used to fast connect the 

wireless network you need. 

 

UP/DOWN: To change the profile’s sequence in 

the list. 

Connect: To activate one profile. 

New: To create a new profile and configure the 

site status and security setting. 

Modify: To modify one existing profile. 

Delete: To delete one existing profile. 
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(Site Status) 

 

 

(Security Setting) 
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3.1.5  Statistics 

 

Statistics is used to summarize Rx and Tx data packets, 

including the success and error packet amount. 

 

Clear: click this button to renew the statistics.  

 

 

3.1.6  WPS Setting 

 

WPS setting is enabled only on WPS-compliant 

devices. 
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PIN： Enter the Pin code and click the “PIN” to 

automatically connect the wireless adapter with 

wireless devices around. 

PBC： Click the “PBC” to complete auto-check and 

connections between wireless adapter and other 

wireless device. 

Refresh: to update the Pin code. 

Rescan: to rescan the WPS-compliant wireless 

network around. 

Disconnect: to disconnect the connected wireless 

network. 
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3.2  AP Mode  

 

3.2.1  AP Mode Topology  

The device also can serve as an access point to 

transmit wireless signals and create wireless network, 

allowing other wireless clients to access the network. 

 

Click the AP Mode icon to enter the AP Mode interface. 
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3.2.2  Basic Setting 

 

This window is used to configure the AP’s basic para- 

meters, including SSID, Wireless Mode and Channel. 

 

SSID: Wireless network’s ID name scanned by 

wireless adapter. 

Wireless Mode: 802.11b/802.11g/802.11b/g 

mixed. 

Channel: 1~11 channels provided. 

Restore Default: to restore the set parameters to 

default factory default settings. 

Apply: to make the changes made take effect. 
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3.2.3  Security Setting 

 

This window is used to configure the wireless 

network’s security authentication, providing WEP, 

WPA-PSK, WPA2-PSK, and WPA-PSK/WPA2-PSK 

encryption methods. 

 

WEP：10/26 bits Hex or 5/13 ASCII support. 

WPA-PSK：8~32 bits ASCII support. 

WPA2-PSK：8~32 bits ASCII support. 

WPA-PSK/WPA2-PSK：8~32 bits ASCII support. 
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  Note: 

1. The Hex characters include 0~9 numbers and 

a~f letters. 

2. ASCII characters include any numbers/letters 

and characters. 

 

   

3.2.4  Access Control 

 

Access Control is based on the MAC address to decide 

that the specified client connects to the wireless 

network, or disables it to access the wireless network. 
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Filter Policy: 

Disabled: to disable the filter function. 

All Permitted: to permit all clients in the list to 

access the wireless network. 

All Blocked: to refuse all clients in the list to 

access the wireless network. 

MAC Address：to input the client’s MAC address to 

implement the corresponding filter policy. For 

example: b0000a8cd702. 

Add: to add the entered MAC address into the list. 

Delete: to delete one existing MAC address in the 

list. 

Remove All: to delete all clients’ MAC address in 

the list. 

Apply: to make the changes made take effect. 
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3.2.5  About 

 

This window displays something about software 

version and wireless adapter. 
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Appendix One: Acronyms and Terms 
 

WLAN Wireless Local Area Network 

802.11     A family of specifications developed by 

the IEEE for WLAN technology. 

802.11a     An extension to 802.11 WLAN standard 

that provides up to 54 Mbps transmis- 

sion in the 5 GHz UNI radio band. 

802.11b    An extension to 802.11 WLAN standard 

that provides up to 11 Mbps 

transmission in the 2.4 GHz ISM radio 

band. 802.11b uses DSSS modulation. 

802.11g An extension to 802.11 WLAN standard 

that provides up to 54 Mbps 

transmission in the 2.4 GHz ISM radio 

band. 802.11b uses OFDM modulation 

and is backwards compatible with 

802.11b. 

Ad-Hoc  A group of computers each with wireless 

adapters, connected as an independent 

WLAN. 

AES Advanced Encryption Standard 
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BSSID Basic Service Set ID 

DHCP Dynamic Host Configuration Protocol 

DSSS Direct Sequence Spread Spectrum. 

DSSS is one of two types of spread 

spectrum radio. The other is 

frequency-hopping spread spectrum 

(FHSS). 

QoS Quality of Service 

OFDM Orthogonal Frequency Division 

Multiplexing 

RADIUS Remote Authentication Dial In User 

Service 

RTS Request to Send 

SSID  Service Set Identifier. A 32-character 

unique identifier attached to the header 

of packets sent over a WLAN that acts as 

a password when a mobile device tries 

to connect to the BSS. 

TCP/IP Transmission Control Protocol/Internet 

Protocol 

TKIP Temporal Key Integrity Protocol 

WDS Wireless Distribution System 
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WEP Wired Equivalent Privacy. A security 

protocol for  

 WLANs defined in the IEEE 802.11 

standard. 

WPA  Wi-Fi Protected Access 

WPA2 Wi-Fi Protected Access 2. The next 

generation of  

 Wi-Fi security, based on the 802.11i 

standard. 

WPA2-PSK Wi-Fi Protected Access 2-Pre-shared 

Keys 

WPA-PSK Wi-Fi Protected Access-Pre-shared Keys 
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Appendix Two: Product Specification 
 

Standard 
IEEE802.11g, IEEE802.11b, 

IEEE802.11e  (QoS) 

Port USB2.0 

Frequency Range 2.4～2.4835GHz 

Transmission Rate 

54 Mbps, 48 Mbps, 36 Mbps, 24 

Mbps, 18 Mbps, 12 Mbps, 9 

Mbps, 6 Mbps, 11 Mbps, 5.5 

Mbps, 2 Mbps, 1 Mbps 

Transmission 

Power 
Max. 18dbm  

Modulation Method OFDM, CCK 

Working Temper. 0℃～40℃ 

Storage Temper. -40℃～70℃ 

Working Humidity 10％～90％RH non-condensing 
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Appendix Three: How to connect with PSP 
 
1. Topology of PSP connecting with W541U V2.0  

 
 

2. To configure PSP with Ad-Hoc mode 

 

2.1 Select Network Settings 
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2.2 Select Ad-Hoc mode 

 

 

2.3 Select Channel 
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3. In W541U V2.0 Utility Interface scan PSP and 

double-click to connect the wireless network. 

 

4. In Site Survey check “enable PSP connection mode” 

box. 

 

5. To configure Xlink Kai 
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Select “Start”→ “All programmers” → “Xlink Kai 

Evolution VII” → “Start Kai Config” to configure the 

user name, password and other parameters as 

follows.  
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6. Login Xlink Kai 

Select “Start”→ “All programmers” → “Xlink Kai 

Evolution VII” → “Start Kai”. PSP will connect with 

Xlink Kai automatically. The following window will 

indicate the connection is established well now. 
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版权声明 
 

是深圳市吉祥腾达科技有限公司注册商

标。文中提及到的其它商标或商品名称均是他们所属公司的商

标或注册商标。本产品的所有部分，包括配件和软件，其版权

属深圳市吉祥腾达科技有限公司所有，在未经过深圳市吉祥腾

达科技有限公司许可的情况下，不得任意拷贝、抄袭、仿制或

翻译成其它语言。 

本手册中的所有图片和产品规格参数仅供参考，随着软件

或硬件的升级会略有差异，如有变更，恕不另行通知，如需了

解更多产品信息，请浏览我们公司网站：

http://www.tenda.com.cn 
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第一章  产品简介 
 

W541U V2.0 无线 USB 网卡支持 IEEE 802.11g、IEEE 

802.11b 标准,无线传输速率高达 54Mbps。W541U V2.0 支持

WPS 一键加密功能，轻松保障您的无线网络安全；支持 Soft AP

功能，方便您快速组建无线局域网；支持 PSP、WII、NDS 连

接 Internet 及 Xlink Kai,让您享受联网对战的乐趣；支持中文

SSID，方便接入各种无线网络；真正支持 WMM，让您的语音

视频更流畅。 

总之，W541U V2.0 是一款信号好、传输距离远、性能稳

定、性价比极高的 11G 无线网卡。 

 

1.1  产品特性 

 

 符合 IEEE 802.11g、IEEE 802.11b 标准；  

 提供 USB2.0 接口； 

 最大传输速度可达 54Mbps； 

 自动侦测网络及变换传输速率； 

 提供两种工作模式：集中控制式(Infrastructure)和对

等式(Ad-Hoc)； 

 支持 Soft AP 功能，方便您快速组建无线局域网； 
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 支持 PSP、WII、NDS 连接 Internet 及 Xlink Kai,让您

享受联网对战的乐趣； 

 支持 64/128 位 WEP 数据加密；支持 WPA/WPA2 等加密方

式； 

 支持 WPS 一键加密功能，使您无须再记录烦琐的密码；  

 真正支持 WMM，让您的语音视频更流畅； 

 支持中文 SSID，更方便您的使用； 

 

 

1.2  产品应用 
 

54M 无线网卡为无线访问提供快速、可靠、低成本的解决

方法。具体应用如下： 

 那些想在企业里有更强移动性的工作人员，他们希望在

公司内部的任意地方都能访问无线网络; 

 由于建筑或预算的限制，那些不适合进行局域网布线的

公司，比如历史古建筑物、租用地或是临时地点; 

 避免使用昂贵的电缆线、租用线路或者通行权的公司、

个人。 
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1.3  安全警示 
 

 在您安装和使用本产品之前，请完整的阅读完本用户使

用手册； 

 为了保证产品正常工作，请注意防水、防潮； 

 防止其它有害物质的浸害（如酸，碱等）； 

 请不要将本产品直接放在太阳或其它热源下； 

 如果出现故障，请与 TENDA 客服联系，不要自行打开本

产品。 

 

 

1.4  指示灯描述 

 

在 W541U V2.0 无线网卡正面有一个状态指示灯，数据通

讯正常时指示灯闪烁. 

 

 

1.5  物品清单 

 
Mini 54M 无线 USB 网卡    1 块 

光盘                       1 张 

保修卡                     1 张 
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第二章 安装指南 

 

本章节指导您如何使用产品附带的光盘软件进行网卡软件

包程序的安装，软件包程序已把驱动程序、配置软件整合在一

起，即在安装其配置软件的过程中，将会自动安装其驱动程序。 

 

本安装步骤以 Windows XP 操作系统为例进行说明，其它

系统下的安装过程，请参照本手册和操作系统的相关提示进行。 

 

1． 把无线网卡插入计算机的 USB 接口。 

 

2． 系统将会弹出“找到新硬件”的对话框，这里，我们推荐

您选择“取消”按钮，使用随附的快速安装光盘，可以帮

助您轻松安装驱动程序和配置软件；当然，您也可以点击

“下一步”，手动安装。 
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3． 把随机附带的光盘放进您计算机的光驱中，程序会自动运  

行，（如果没有自动运行，请双击光盘中的“Setup”文件）

弹出欢迎界面。 
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4． 点击“开始”按钮开始驱动程序及配置软件的安装。  

 
 

5． 点击“下一步”开始安装。 
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点击“更改”选择安装目录，使用默认的目录则直接按“下

一步”。 

 

6． 选择完成后按“确定”，再点击“下一步”开始进行安装。 
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7． 在安装过程中，会弹出 “没有找到数字签名”的对话框，

请点击“仍然继续”以继续安装，这不会影响配置软件的

使用和您计算机系统的安全。 

 

 

8． 点击“完成”，完成驱动程序和应用软件的安装。 
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第三章 客户端应用程序使用 

 

W541U V2.0 无线 USB 网卡使用自己的客户端应用程序，

所有的功能都能够通过该软件配置，请选择“开始”-“程序”

-“Tenda”-“W541U V2.0”或直接点击桌面上的“W541U V2.0”快

捷方式。 

 

 注意： 

在 Windows XP 下，您可以选择 W541U V2.0 客户端应用

程序或者 Windows XP 系统自带的无线配置程序对网卡进

行配置。 

 

W541U V2.0 客户端应用程序可以进行两种模式的设置，

一种是“Station Mode” （客户端模式）设置，一种是“AP Mode”

（软 AP 模式）设置。 

 

 注意： 

客户端应用程序默认为“Station Mode”（客户端模式）。 
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3.1 Station Mode （客户端模式） 
 

3.1.1 Station Mode （客户端模式）连接示意图 

 

W541U V2.0 作为客户端接收信号。是一种较常用的方式。 

 

-10-



     Mini 54M 无线 USB 网卡用户手册 

3.1.2 连接信息 

 

Station Mode 模式“连接信息”界面，主要显示无线网卡与

无线网络的连接状态，无线网络的 SSID、认证方式、加密类型，

无线网卡的 IP 地址、子网掩码、网关地址等信息； 
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3.1.3 站点检测 

 

     使用“站点检测”功能，扫描附近可用的无线网络，显示

无线网络的信号强度及其他详细信息，为无线网卡接入无线网

络提供依据。 

 

连接：选择站点检测列表中的一个无线网络，然后点击

“连接”按钮，使无线网卡连接到该无线网络； 

刷新：重新扫描附近可用的无线网络。 
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3.1.4  配置管理 

在“配置管理”中保存常用的无线网络参数信息，使无线

网卡适应不同无线环境下的快速接入。 

 

上移/下移：改变配置文件的排列顺序； 

连接：激活一个配置； 

新建：新建一个配置文件，您可以根据您无线网络的要求

更改“站点信息”和“安全设置”； 

修改：修改一个已存在的配置文件； 

删除：删除一个已存在的配置文件。 
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站点信息 

 

 

安全设置 
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3.1.5 流量统计 

 

这里将统计发送和接收的数据包总数，包括通信成功的数

据包和通信错误的数据包总数。 

 

清除：重新统计数据。  
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3.1.6  WPS 配置 
 

此功能需要无线设备支持 WPS。 

 
PIN：在 Pin 模式下，需要把无线网卡的 Pin 码输入到无线

设备 WPS 功能的 Pin 模式下，点击“Pin”会使无线

网卡与无线设备自动完成安全验证并连接； 

PBC:在无线设备 WPS 功能的 PBC 模式下，点击“PBC”

会使无线网卡与无线设备自动完成安全验证并连接； 

更新：更新 Pin 码； 

重新扫描：重新扫描附近支持 WPS 功能的无线网络； 

断开：断开一个已连接的无线网络。 
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3.2 AP Mode 

  

3.2.1 AP Mode 的连接示意图 

 

无线网卡作为一个 AP 发射无线信号，创建一个无线网络，

并允许其他无线客户端接入。 

 

在配置界面上点击“AP Mode”进入 AP Mode 模式。 
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3.2.2 基本配置 

 
此界面设置 AP 的基本参数，包括 SSID、无线模式、信道。 

 

SSID：无线网络标识，即无线网卡扫描到的无线网络名称。 

无线模式：支持 802.11B/802.11G/802.11B&G 混合模式。 

信道：支持 1~11 信道。 

恢复默认值：恢复基本参数为出厂默认值。 

应用：使设置生效。 
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3.2.3 安全设置 

 

此界面设置无线网络的安全认证信息，本无线网络支持

WEP、WPA-PSK、WPA2-PSK、WPA-PSK/WPA2-PSK 加密

方式。 

  
WEP 加密：支持 10 位或 26 位十六进制字符， 

支持 5位或 13 位 ASCII 码。 

WPA-PSK 加密：支持 8~32 位 ASCII 码。 

WPA2-PSK 加密：支持 8~32 位 ASCII 码。 

WPA-PSK/WPA2-PSK 加密：支持 8~32 位 ASCII 码。 
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 注意： 

1、 十六进制字符包括：0~9 十个数字和 a~f 六位字母。 

2、 ASCII 码包括：任意数字、字母和字符。 

 

 

3.2.4 访问控制 
 

访问控制功能以 MAC 地址为条件允许指定的客户端接入

到本无线网络，或禁止指定的客户端接入到本无线网络； 

 

 

连接过滤策略： 
选择“禁用”关闭本功能； 

选择“全部允许”允许列表中的客户端接入本无线网络； 
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选择“全部拒绝”拒绝列表中的客户端接入本无线网络； 

MAC 地址： 
输入预控制的客户端 MAC 地址，例如：b0000a8cd702； 

添加：将输入的客户端 MAC 地址添加到列表中； 

删除：删除一个已存在列表中的客户端 MAC 地址； 

删除所有：删除所有列表中的客户端 MAC 地址； 

应用：使设置生效。 
 

3.2.5 关于 
 

本界面显示软件版本信息及网卡部分参数。
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附  录 
 

附录一：相关技术名词解释 

 

802.11a   工作在 5GHz 频带的 54Mbit/s 速率无线以太网协

议； 

802.11b 业界标准——工作在 2.4GHz 的 11Mbit/s 速率无线

以太网协议； 

802.11e   定义了无线局域网的服务质量（quality-of- 

service），例如支持语音 IP； 

802.11g   802.11b 的继任者，在 2.4GHz 提供 54Mbit/s 的数

据传输率； 

802.11h   对 802.11a 的补充，使其符合 5GHz 无线局域网的

欧洲规范； 

802.11i   无线安全标准，WPA 是其子集； 

802.11j 日本所采用的等同于 802.11h 的协议； 

802.11n 预计在 2008 年所采用的建议规范，此规范将使得

802.11a/g 无线局域网的传输速率提升一倍； 

802.15  基于蓝牙的个域网标准； 

802.16  关于固定无线带宽（fixed-wireless broadband）的

标准； 
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802.16a 也被称为 WiMax，在 30 英里范围内提供高达

70Mbit/s 的数据传输率； 

802.20 提供 1Mbit/s 速率的无线城域网； 

802.1x 基于 EAP 的认证方案； 

WEP    Wired Equivalent Privacy，采用静态加密密钥的有

线等效协议； 

WPA    Wireless Protected Access，无线（或 Wi-Fi）保护

访问，采用旋转密码（rotating keys）的 WEP 替代

技术； 

RSN   Robust Security Network，强健的安全网络，WPA

的替代品，基于 802.1x 以及先进加密标准。 
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附录二：产品规格 

 

支持标准 IEEE802.11g,IEEE802.11b,IEEE802.11e  (QoS)

支持端口 USB2.0 

频率范围 2.4～2.4835GHz 

传输速率 

54 Mbps 、48 Mbps 、36 Mbps 、24 Mbps 、18 Mbps、

12 Mbps、9 Mbps、6 Mbps、11 Mbps、5.5 Mbps、

2 Mbps、1 Mbps 

发射功率 18dbm(最大值) 

调制技术 OFDM（正交频分复用），CCK（补码键控） 

工作温度 0℃ 到 40℃ 

存储温度 -40ºC 到 70ºC 

工作湿度 10％～90％ RH 无凝结 



     Mini 54M 无线 USB 网卡用户手册 

附录三：设置PSP 

1. PSP与W541U V2.0 无线联网拓扑图，如图所示： 

 
2. 设置 PSP 为对等式模式（Ad-Hoc） 

 

2.1 选择网络设定 
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2.2 选择 Ad-Hoc 模式 

 
 

2.3 选择信道 
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3. 使用W541U V2.0扫描PSP并双击连接该无线网络。 

 
 

4. 在“站点信息”中选择“启用 PSP 连接模式”。 
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5. 设置 XLink Kai 

依次点击“开始”→“所有程序”→“XLink Kai Evolution 

VII”→“Start Kai Config”，照如下图设置参数及用户名和

密码。 

 

 

6. 登陆 XLink Kai 

依次点击“开始”→“所有程序”→“XLink Kai Evolution 

VII”→“Start Kai”，PSP 会自动与 XLink Kai 连接，您可以

通过如下图的界面确认 PSP 已连接正常。 
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